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1. PRODUCT DESCRIPTION 

 
Specific gripping primer for smooth and slightly or non-absorbent surfaces. 
It is characterized by high adhesiveness. Once dried, it creates a rough and wrinkled surface with high adhesion on 
the surfaces to be treated. 
It is water-based, therefore it is not flammable; furthermore, it does not release harmful vapours and unpleasant 
odours. 

 

2. DESTINATION OF USE 

 
COPER GRIP is a special primer with the function of fixative and/or adhesion enhancer for smooth surfaces such as 
plain bituminous membranes, metal, wood, glass, plasterboard, gypsum, cement screeds, plasters and paints. 
It is also suitable for laying tiles on existing floors with cement adhesives for tiles classified as C2 according to EN 12004. 

 

3. CHEMICAL COMPOSITION 

 
Aqueous dispersion based on acrylic copolymers, mineral aggregates and various additives. 
 

4. METHOD OF APPLICATION 

 
The product fears frost: do not expose the packages to temperatures below +5° C; it is essential to apply the product 
with an ambient temperature above +5° C and in any case when rain, fog or frost are not expected before or immediately 
after the complete drying of the film. Suitable for both indoors and outdoors. 
Mix well before use. 
Make sure that any loose, crumbly or non-adherent parts, paint, rust, dust, and release oils are removed. Thoroughly 
clean the surfaces, which must be solid, uniform, dry and, in the case of concrete surfaces, must not have been 
previously treated with anti-evaporation products. 
The application must be done with a brush, roller or smooth spatula. 
COPER GRIP is applied in a single coat. 
It can be applied over smooth polymer-bitumen membranes and/or metal roofs, previously cleaned and dried, as an 
adhesion primer before applying paints and/or liquid membranes. 
 

5. CONSUMPTION 

 
The consumption of COPER GRIP varies depending on the uses and surfaces to be treated. 
 

➢ Consumption on non-absorbent surfaces is approx. 100-250 g/m2 
 

➢ Consumption as a primer on plain polymer-bitumen membranes is approx. 100-200 g/m2 
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6. PRODUCT FEATURES 
 

GENERAL SPECIFICATIONS 

Appearance  Thick liquid 

Colour  Grey 

Dry residue at 130 °C EN ISO 3251 70% ± 4 

Specific weight at 20 °C EN ISO 2811-1 1,55 kg/l ± 0,05 

Shelf life in closed original drums  24 months 

WORKABILITY CHARACTERISTICS 

Consumption  

Non-absorbent 100-250 g/m2 

 

On plain polymer-bitumen membranes 
100-200 g/m2 

Complete drying time for subsequent recoating, 
paints, etc. * 

 Approx. 1 h 

Application temperature  +5°C ÷ +35°C 

Application  Manual 
 

*The indicated times may be longer or shorter, depending on the variation of the surface temperature of the support and of the air. 
The values reported in the technical data sheets were carried out at a controlled temperature of 23±2°C and relative humidity at 50±5%. 

 

7. WARNINGS AND RECOMMENDATIONS  
 

• Mix well before use.  

• The product fears frost. 

• Once frozen, the product cannot be recovered. 

• Do not apply on very hot supports and do not apply on wet surfaces. 

• Check that the residual moisture content of the cementitious substrate to be treated is ≤ 5% by weight.  

• Do not apply in high humidity or with risk of rain while the film is drying. 

• Clean tools with hot water or common synthetic or nitro thinners. 

• Store the packages at temperatures above +5°C, in dry places and away from heat sources. 
 

8. SAFETY STANDARDS  
 

See safety data sheet available on www.copernit.it 
 

9. PACKAGING 
 

5 kg. and 20 kg. plastic drums. 
 

 
 
 
 
 
 

 Technical Data Sheet revision status:    

Sheet Code Revision Date of issue or change Replaces and cancels the previous one 

   Code Date of issue 

20004308          00 18.04.25   

     
 

The suggestions and technical information provided represent the best knowledge of Copernit S.p.A. regarding the properties and uses of the product. Considering the different 

situations of use of the products and the intervention of factors not dependent from us (supports, operating conditions, non-compliance with the instructions, etc.), it is not 

possible to assume responsibility for the results obtained. Before using the product, whoever intends to use it must establish whether it is suitable for the intended use and, in 

any case, assume all responsibility that may derive from its use. 
 

 

 

 

 
 

 

 

              Page 2 of 2 

mailto:info@copernit.it
http://www.copernit.it/

