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1. PRODUCT DESCRIPTION 
 

 

Coloured, fibre-reinforced, walkable and decorative elastomeric waterproofing liquid membrane based on modified 
acrylic copolymers in aqueous dispersion. COPERBIT COLOR FIBER reduces the carbonation phenomena of 
concrete. After drying, COPERBIT COLOR FIBER forms an elastic and tenacious film that adheres perfectly to the 
artifacts on which it is applied; it is formulated with special fibres that increase its resistance to continuous foot traffic 
and mechanical stress in general; it is resistant to atmospheric agents and any micro-cracks that may form on the 
substrate. COPERBIT COLOR FIBER is odourless and non-flammable because it is solvent-free. Available in the 
colors: grey and red. 
 
 

 

2. DESTINATION OF USE 
 

 

COPERBIT COLOR FIBER is suitable for waterproofing and covering concrete-structured roofs and concrete terraces. 
It waterproofs and decorates old bituminous membranes without having to remove them. Also used as a waterproofing 
under tiles, COPERBIT COLOR FIBER is applied before gluing stoneware or klinker tiles where it is not possible to 
lay polymer-bitumen membranes, subsequently using a class C2 cementitious glue, in accordance with EN 12004. 
 
 
 

3. CHEMICAL COMPOSITION 
 

 

Aqueous dispersion based on modified and elastomerized acrylic copolymers, special fibres, inert fillers, colour 
pigments and various additives. 
 
 

 

4. METHOD OF APPLICATION 
 

 
Mix carefully before use. It is recommended to apply the product at room temperature not lower than +5°C and when 
weather conditions of fog, rain and frost are not expected, avoiding extreme cold and heat even during the drying of the 
paint film. Before applying, make sure that the surfaces are clean, free of dirt and have a minimum slope (minimum 3%) 
to allow all the rainwater to drain away, which would otherwise cause, in stagnant areas, a softening of the liquid sheath 
film, compromising its adhesion to the support. The application must include at least two layers to give uniformity of 
colour to the waterproofing layer. 
In the case of particularly porous, dusty or crumbly surfaces, apply a coat of the specific water-based fixing primer 
COPER FIX (approximately 150 g/m²) and wait for it to dry completely (approximately 2-3 hours depending on the 
weather conditions and the type of surface). 
On old damaged bituminous membranes or on non-absorbent surfaces use the COPER GRIP adhesion enhancer. 
The product can be applied with a brush, short-haired roller or smooth spatula 
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The product is ready to use and dilution with water is not recommended; if necessary, dilute the first coat with a maximum 
of 10% water. Apply COPERBIT COLOR FIBER diluted up to 10-15% water; The second coat of COPERBIT COLOR 
FIBER must be applied only on the film of the first dry coat, after at least 24 hours. 
Being reinforced with special fibres, if used as a protective finish COPERBIT COLOR FIBER can also be applied without 
reinforcement armour, while to obtain waterproofing, interlayer the POLY-RINFORZO reinforcement armour between 
the first and the second coat. 
By doing so, the mechanical characteristics of the new waterproofing are increased. It is recommended to avoid 
spreading the product on new, recently applied sanded bituminous surfaces, which could still release hydrocarbons and 
cause problems with the adhesion of the film on the membrane. On new sanded membranes, it is mandatory to wait 
at least 6 months for the natural aging of the bituminous membrane, in order to allow the complete elimination of the 
bituminous hydrocarbons that emerge; also in this case, before painting, it is advisable to wash with water and brush 
the surface to remove any residual dust. 
On bituminous membranes placed on insulating packages, it is mandatory to interpose the non-woven fabric 
reinforcement POLY-RINFORZO between the first and second coat. 
COPERBIT COLOR FIBER is a walkable coating, it resists water stagnation (not permanent) and can be used on both 
horizontal and vertical surfaces. 
 
 

5. CONSUMPTION 
 

➢ Function as a waterproofing membrane, applied on various types of substrates such as polymer-bitumen 
membranes, concrete, wood and other types of substrates. 
 

Consumption depends on the nature and degree of porosity of the substrate and the thickness you wish to obtain. 
Overall, consumption in two or more coats must be ≥ 2.0 Kg/m2, with the interposed non-woven POLY-RINFORZO 
fabric reinforcement the consumption will be approximately 0.5 Kg/m2 more. 

 

➢ Function as a protective finish on plain or slated membranes. 
 

Consumption depends on the nature and degree of the type of membrane to be protected or decorated.  

– approx. 0,500 kg/m2 total in two coats on plain membranes. 
– approx. 0,900 kg/m2 total in two coats on slated membranes. 
 

➢ Function as a protective anti-carbonation finish for concrete. 
 

Consumption depends on the nature and degree of porosity of the support to be protected.  
– approx. 0,500 – 0,750 kg/m2 total in two coats. 
 

 

6. PRODUCT FEATURES 
 

TECHNICAL SPECIFICATIONS 

Appearance  Thixotropic fluid paste 

Colour   Grey       Red 

Dry residure at 130 °C EN ISO 3251 ≃ 69% ± 3% 

Brookfield viscosity at 20°C (gir. 5, 10 rpm) EN ISO 3219 50.000 cP ± 10.000  

Specific weight at 20 °C EN ISO 2811-1 1,40 kg/l ± 0,10 

Shelf life in closed original drums  24 months 

WORKABILITY CHARACTERISTICS 

Consumption  See section 5 based on the chosen use 

Minimum application thickness  0,8 – 1,00 mm (in two coats) 

Drying time out of powder *  Approx. 4 h 

Drying time to the touch *  Approx. 6 - 8 h 

Waiting time in-between layers *  Approx. 24 h 

Complete drying time for subsequent covering 
with cement mixes, glues, paints, etc. * 

 Approx. 4 days 

Application temperature  +5°C ÷ +35°C 

Application  Manual 
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PERFORMANCE CHARACTERISTICS UNI EN 1504-2:2005 – C COATINGS – PI MC IR 

CO2 permeability EN 1062-6 SD > 50 m 

Water vapour permeability EN ISO 7783 Classe I – (SD < 5 m) 

Capillary absorption and water permeability EN 1062-3 w < 0,1 Kg/m2·h0,5 

Forza di aderenza per trazione diretta EN 1542 ≥ 1 N/mm2 

Abrasion resistance (Taber test) EN ISO 5470-1 < 3 g 

Impact resistance EN ISO 6272-1 Class III - >20 Nm 

Fire resistance  EN 13501-1 E 

PERFORMANCE CHARACTERISTICS UNI EN 14891 – DM O1 

PERFORMANCE CHARACTERISTICS 
EN 14891 

REQUIRMENTS 
PRODUCT PERFORMANCE 

Initial adhesion strenght  > 0,5 N/mm2  > 0,5 N/mm2 

Adhesion strenght after immersion in water > 0,5 N/mm2  > 0,5 N/mm2 

Adhesion after thermal aging > 0,5 N/mm2  > 0,5 N/mm2 

Adhesion after frost-thaw cycles > 0,5 N/mm2  > 0,5 N/mm2 

Adhesion after contact with lime-saturated water > 0,5 N/mm2  > 0,5 N/mm2 

Watertightness No penetration Waterproof 

Crack Bridging Ability (a -5 °C) > 0,75 mm > 0,75 mm 

CLASSIFICATION ACCORDING TO UNI EN 14891 DM O1 

Waterproof product applied as a 
liquid dispersion with improved 
crack bridging capacity at low 
temperatures (-5°C) 

RESISTANCE TO STATIC INDENTATION -    EOTA TR 007 

LOAD TYPE OF LOAD OUTCOME 

250 N P4 
Product water tightness: 

LEVEL L4 (with load category P4) 

RESISTANCE TO DYNAMIC INDENTATION -    EOTA TR 006 

TYPO OF PUNCH PUNCH DIAMETER OUTCOME 

I2 20 mm 
Product water tightness: 

LEVEL L2 
 

* The times indicated may be more or less long, depending on the variation of the surface temperature of the support and the air. 
  The values reported in the technical sheet were carried out at a controlled temperature of 23±2°C and relative humidity of 50±5%.  

 
 

7. WARNING AND RECOMENDATIONS  
 

• Mix well before use.  

• The product fears frost. 
• Apply only on surfaces with regular rainwater flow (minimum 3%). 
• On new membranes, wait at least 6 months after laying them before painting, to allow the hydrocarbons to 

emerge on the surface of the membrane. Otherwise, the adhesion of the coating film on the membrane could be 
compromised. If you intend to paint immediately, the membrane layer must be finished with slate or with TEX. 

• Do not apply directly on membranes with PE film finish and glossy film but remove the finish by torching. 
• Do not apply on very hot surfaces and do not apply on wet surfaces. 

• Do not apply in high humidity or with danger of rain while the film is drying. 

• Do not use to waterproof structures, tanks or containers, inside which food products or liquids such as drinking 
water may be stored.            

• Clean tools with hot water or common synthetic thinners or nitro. 

• Store the packages at temperatures above +5°C, in dry places and away from heat sources. 
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8. SAFETY STANDARDS  

 
See safety data sheet available on www.copernit.it 
 
 
 

8. PACKAGING 

 
5 and 20 kg. plastic drums 

 

 

 

 

 

 

 
 

 

 

 

 

 

                            
 
 

 

 

 

 

 

 

 
 

 

 

 

 

 

 

 
 

 

 

 

 

 

 
 

 

Technical Data Sheet revision status:   

  

Sheet Code Revision Date of issue or change Replaces and cancels the previous one 

   Code Date of issue 

Rev.00 000 24.04.25   

     

 
The suggestions and technical information provided represent the best knowledge of Copernit S.p.A. regarding the properties and uses of the product. 
Considering the different situations of use of the products and the intervention of factors not dependent from us (supports, operating conditions, non-
compliance with the instructions, etc.), it is not possible to assume responsibility for the results obtained. Before using the product, whoever intends to use it 
must establish whether it is suitable for the intended use and, in any case, assume all responsibility that may derive from its use. 
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