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TEGOLE CANADESI

Flexible and high bitumen content waterproofing 
Shingles with glass fibre carrier and ceramized coloured 
granules finish.
The high quality and generous quantity of the bituminous 
compound ensure top performance, with a double layer 
structure that increases the strength of the product and 
delivers a pleasant 3D effect. Titanium is the top range 
shingle for quality and aesthetic value.

QUALITY, PERFORMANCE 
AND ELEGANCE

PROFESSIONALLINE

RETAILLINE

COMPLEMENTARY PRODUCTS

NAME TYPE CARRIER SURFACE FINISH COLOUR CODES COVERING WEIGHT
(kg/m2)

THICKNESS
(mm)

PACKAGING

m2/BOX m2/PALLET

PROFESSIONALLINE

TITANIUM 3D double layer structure, uneven weave Reinforced glass felt Ceramized granules 119 / 160 11 3,1/6,2 2,57 154,2

MISTRAL 4 rectangular layers Reinforced glass felt Ceramized granules 003 / 020 / 070 10,2 3 3,50 182

PAGODA 5 beaver layers Reinforced glass felt Ceramized granules 010 / 020 / 075 10,2 3 3,50 182

RETAILLINE

HURRICANE 4 rectangular layers Reinforced glass felt Ceramized granules 013 / 032 / 065 / 078 9,2 2,6 2,32 185,6

ORIENTAL 5 beaver layers Reinforced glass felt Ceramized granules 013 / 032 / 065 / 078 9,2 2,6 2,32 185,6
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UNDER SLATING - TIMBERPOL TEX

Breathable and waterproof bituminous 
micro-membrane.
It shall be installed by means of mechanical 
fixation.
Compound: SBS polymer modified 
bituminous compound.
Carrier: reinforced with a nonwoven 
spunbond polyester.
Surface finish: both sides are lined with 
nonwoven polypropylene fleece.
Cold Flexibility: -25°C
Roll Length: 30 m
Thickness: 0,7 mm
Roll weight: 15 kg 

ACCESSORIES

STANDARD ROOF VENT
The Standard Roof  Vent is made of synthetic 
elastomeric compound, for enhanced 
resistance to weathering agents, as well as 
to ozone and chemical agents.
Stable over time, it can be installed on flat 
roofs or on pitched roofs from 15° to 90°.
Dimensions: 500x268x62,8 mm
Colours: Black or brown

TURRET VENT
The Turret Vent is made of synthetic 
elastomeric compound, for enhanced 
resistance to weathering agents, as well as 
to ozone and chemical agents.
Stable over time, it can be installed on flat 
roofs or on pitched roofs from 0° to 50°.
Dimensions: 420x320x115 mm
Colours: Black or brown

BITUMEN ADHESIVE

Bitumen adhesive for sealing the tabs on 
Shingles and for general sealing applications
Packaging: 280 ml

GALVANIZED NAILS

Galvanized nails, for a perfect installation 
on roof substrates of wood and wood 
derivatives.
Length: 20 mm
Packaging: 5 kg packs
Consumption: 60 m2 of shingles will require 
about 1 kg of nails

Flexible bituminous roofing Shingles with glass fibre 
carrier and ceramized coloured granules finish.
The high quality bituminous compound and excellent 
price/quality ratio make Hurricane and Oriental Shingles 
very versatile products that are perfectly suited to fulfill 
most roofing needs.

VERSATILE 
AND CONVENIENT


