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ORIENTAL 
 

 

CHARACTERISTICS ORIENTAL is a flexible bituminous roofing shingle with glass fiber carrier and 

ceramized coloured granules finishing.   
 
Ref. colours: 
010 – SOFT RED 
020 – SOFT BROWN 
075 – GREEN 
065 - SLATE 
 
 

INDICATIONS 
 

Bitumen --  oxidized  

Length EN 544 mm 1000 ±5 

Width EN 544 mm 340 ±3 

Thickness -- mm 2,6 ±5% 

Exposition -- mm 145 -- 

Height of overlap -- mm >143 -- 
 

PROPERTIES  

Properties 
Test 

Method 
Unit ORIENTAL Tol. 

Weight of cover -- kg/m² 9,2 ±10% 

Weight of glass fiber carrier -- g/m² 100 ±10% 

Bitumen EN 544 g/m² 1000 > 

Amount of granules EN 544 g/m² 1120 > 

Tensile strength (at break) 
MD/CMD 

EN 544 N/ 5 cm 600/400 ±20% 

Elongation (at break) EN 544 % 2 ±1 

Tear resistance (nail test) EN 544 N 100 ±30% 

Granule adhesion EN 544 g 1,5 < 

Unit Weight MDV kg/m² 4,0 ±15% 

Straightness and squareness mm 2 < 

Resistance to external fire EN 13501-5 Class B roof (t1) -- 

Reaction to fire EN 13501-1 Class E -- 
 

PACKING Packing type polyethylene 

Shingles/pack 16 

m²/pack 2,32 

m²/pallet 185,6 
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