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TECHNICAL DATA SHEET 

 

COPERGLUE JOINT 
Bituminous glue for cold sealing of  

bitumen waterproofing membranes overlapped parts 
 

 

 

1. PRODUCT DESCRIPTION 

Bituminous-elastic sealing glue in solvent.  
 

2. DESTINATION OF USE 

Coperglue Joint is a bituminous glue suitable to obtain a perfect cold sealing of bitumen waterproofing 
membranes overlapped parts. The product is also advised for cold application of bituminous membranes upon 
existing membranes. It is not recommended for the gluing of polyurethane and polystyrene-based insulating 
panels because of its aromatic solvents, which tend to etch them quickly. This product is also suitable for fast 
local reparation works of old bitumen waterproofing membranes and for the vertical sealing of membranes 
upon concrete, but also for the sealing of chimney caps and skylights. 
 

3. CHEMICAL COMPOSITION 

Bitumen, inert fillers, elastomeric resins, plasticizers, additives, solvents. 
 

4. PHYSICAL CHARACTERISTICS 
 

GENERAL FEATURES 

Appearance Viscous paste Brookfield Viscosity Gir. n. 7 and  
2 rpm at 25° C 

9.000 P 
± 2.000 Colour Black 

Density at 20° C in kg/l 1,44 ± 0,04 Closed-cup flash point > 30°C 

Solid content at 130° C 85% - 95% Shelf life in closed original container 24 months 

 
 

5. USE 

It’s very important that surfaces to be treated are perfectly dry, clean and free from oils and chalking powders. 
Coperglue Joint is ready to use, to be applied on the support with special mechanical or hand guns, or using 
280 ml plastic tubes. In case of “bubbles” or raised/swollen parts over existing old bitumen waterproofing 
membranes, simply make a cross cut of the surface and seal the four edges on the whole surface with 
Coperglue Joint (below before, on top after). Use common synthetic or nitrous diluents to clean the tools after 
use. 
 

6. SAFETY REGULATIONS 

See safety data sheet.  
 

7.  PACKAGING 

 
- 5 kg metalic drums 
- 280 ml plastic tubes (25 pieces boxes) 

 
 
 
 
 
 
 
 
 

 Sheet revision    

Sheet code Revision Issued or varied on Replacing the previous one: 

   Code Issue date 

QS78251-001 001 28.02.09 QS78251 27.03.07 

 COP02 24.03.15 COP02 05.08.14 

The information data and suggestions herein contained represent the best experience of Copernit S.p.A. regarding product's properties and uses. However, 
no liability is assumed by Copernit S.p.A. for the obtained results, considering the different conditions of use and the intervention of factors and variables not 
depending on the company (such as supports, operating conditions, inobservance of instructions...) Before application, make sure the product is suitable for 
the intended purpose and be ready to bear all use-related liabilities.  
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